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Typical Properties and Characteristics

Physical Property Typical Value

Color Clear

Consistency Aerosol Spray

Odor Slight Solvent

VOC 0 g/l

Application Temperature 35°F to 100°F (1°C to 37°C)

Packaging Aerosol Cylinder: 7.5" diameter x 14.5" tall / 16 lbs.

Part Number 336090

Typical properties and characteristics are based on samples tested and are not guaranteed 

for all samples of this product. This data and information is intended as a guide and does not 

refl ect the specifi cation range for any particular property of this product.

Overview

Carlisle’s CAV-GRIP PVC UN-TACK Adhesive Remover and Cleaner is 

designed to remove adhesives and primers from a variety of surfaces 

including single-ply membranes, accessories, metal, plastic, rubber, and 

glass. PVC UN-TACK can also be used to clean spray guns and hoses used 

to apply CAV-GRIP PVC Low-VOC Adhesive. DO NOT use CAV-GRIP PVC 

UN-TACK for removal of CAV-GRIP III Adhesive/Primer.

Features and Benefi ts

 » Clears clogged spray guns and hoses

 » Allows easy cleanup of excess adhesive and overspray

 » VOC compliant in all 50 states

Coverage Rate

250 – 300 ft²/Cylinder surface area to be cleaned


